	BUILDING & CONSTRUCTION  EXPERIENCE – KEITH DAWSON

	

	DATE
	EMPLOYER
	PROJECT 
	WORKS DESCRIPTION

	1975
	Star Constructions

Townsville
	Murray Basketball Stadium,

Townsville
	Set Budgets, Supervise fabrication and erection of all steel work.

Supervise & assist in steel fixing, concrete pours and  

liaise with subcontractors and suppliers.

	
	
	3 story units located at  

Rose St, Mitchell St, Paxton St,

TOWNSVILLE 
	Set Budgets, Supervise fabrication and erection of all steel work.

Supervise & assist in steel fixing, concrete pours and  

liaise with  subcontractors and suppliers.

	to
	
	Warehouses

Keane St & Whitehouse St,

TOWNSVILLE


	Set Budgets, Supervise fabrication and erection of all steel work.

Supervise & assist in steel fixing, concrete pours and  

liaise with subcontractors and suppliers.

	
	
	Office block Flinders St ,

TOWNSVILLE
	Set Budgets, Supervise fabrication and erection of all steel work.

Supervise & assist in steel fixing, concrete pours and  

liaise with subcontractors and suppliers.

	1981
	
	RSL Charters Towers
	Set Budgets, Supervise fabrication and erection of all steel work.

Supervise & assist in steel fixing, concrete pours and  

liaise with subcontractors and suppliers.

	1982
	Clyde  Riley Dodds
	Invicta, Kalamia, Racecourse, Plane Ck.
	

	1985
	J B Holdings
	Various
	Supervise fabrication and erection of all steel work, house removal, restumping & demolition

	1987
	Stratford Engineering
	Warehouse, Hong Kong
	Supervise fabrication and erection of 110m x 66m warehouse

Supervise & assist in steel fixing, concrete pours and

	1988
	Arthur Meehan
	Commercial Building, Aumuller
	Supervise fabrication and erection of all steel work.



	1988
	Dawsons Engineering
	Kidston Gold Mine
	Various large volume concreting works - foundations & driveways

	1990
	Dawsons Engineering
	Campus Shopping Village
	Supervise fabrication & erection of all steelwork

	1991
	Dawsons Engineering
	Industrial Warehouse
	Set budgets, fabricate & erect steelwork, assist in laying of concrete, oversee other trades and suppliers.

	1992
	Dawsons Engineering
	Cruising Yacht Squadron
	Supervise fabrication & erection of all steelwork


	ASBESTOS REMOVAL EXPERIENCE – WES DAWSON

	

	DATE
	TICKET HOLDER
	PROJECT LOCATION
	WORKS DESCRIPTION
	TYPE OF ASBESTOS
	QUANTITY

	2006
	Dawsons Engineering
	Goondi State School
	Remove fibrous backed vinyl flooring and concrete grinding (full encapsulation / wet decon. / air-monitoring)
	Chrysotile
	45 m²

	2006
	Dawsons Engineering
	Babinda School – Room A1 / A10
	Remove fibrous backed vinyl flooring c/w hardboard backing (full encapsulation / dry decon. / air-monitoring)
	Chrysotile
	100 m²

	2006
	Dawsons Engineering
	Babinda School – Room A9 / Cleaners room
	Remove fibrous backed vinyl flooring and concrete grinding (full encapsulation / wet decon. / air-monitoring)
	Chrysotile
	30 m²

	2005
	Dawsons Engineering
	Q-Build West Cairns State School
	Remove A/C ceiling sheeting
	Chrysotile
	120 m²

	2004
	Dawsons Engineering
	Lockhart River
	Remove millboard / debris (full encapsulation / wet decon. / air-monitoring)
	Chrysotile / Amosite 
	50 m²

	2003
	Dawsons Engineering
	Townsville
	Removal of Pipe Insulation – Seaview Motel (wet spray / glove-bag)
	Pipe lagging (Chrysotile)
	10 m²

	2003
	Dawsons Engineering
	Cairns
	Removal of Sprayed insulation. 25-27 Spence St. (Wet spray / remove hardboard backing sheet also)
	Chrysotile
	400 m²

	2003
	Dawsons Engineering
	Burketown
	Removal of Pipe insulation at Burketown Hospital (wet spray method / glovebag)
	Pipe lagging (Chrysotile)
	15 m²

	2003
	Dawsons Engineering
	Cloncurry
	Removal of Millboard at Cloncurry Hospital (removed intact with duct section)
	Chrysotile / Amosite 
	10 m²

	2003
	Dawsons Engineering
	Daintree
	Removal of A/C external wall sheeting
	Chrysotile
	200 m²

	2003
	Dawsons Engineering
	Mossman
	Removal of A/C internal ceiling sheeting
	Chrysotile
	180 m²

	2003
	Dawsons Engineering
	Cairns
	Removal of A/C soffit sheeting and Super 6 roof.  Machans Beach
	Chrysotile
	50 m²

	2003
	Dawsons Engineering
	Cairns
	Removal of asbestos gaskets
	Chrysotile / Amosite 
	

	2002
	Dawsons Engineering
	Mossman
	Removal of asbestos lagging from boiler tube
	
	2 m²

	2002
	Dawsons Engineering
	Winton, Qld
	Removal of asbestos lagging from Generator exhaust and cable tray
	
	1 m³

	2002
	Dawsons Engineering
	Qld Nickel Refinery Yabulu
	Removal of asbestos pipes in 310 area
	
	10 m³

	2001
	Wes Dawson
	Qld Nickel Refinery Yabulu 
	Remove Asbestos lagging and gaskets
	Chrysotile / Amosite 
	40 kg

	2001
	Wes Dawson
	Mareeba
	Remove Asbestos lagging and pipes
	Chrysotile / Amosite 
	25 kg

	2001
	Wes Dawson 
	HMAS Betano
	Remove Asbestos lagging
	Chrysotile / Amosite 
	10 kg

	2001
	Wes Dawson
	HMAS Tarikan
	Remove Asbestos lagging
	Chrysotile / Amosite 
	12 kg

	2001
	Wes Dawson
	HMAS Wewak
	Remove Asbestos lagging
	Chrysotile / Amosite 
	12 kg

	2001
	Wes Dawson
	Dunn St, Cairns
	Remove Asbestos 
	Chrysotile
	50 kg

	2000
	Wes Dawson
	HMAS Labuan
	Remove Asbestos lagging
	Chrysotile / Amosite 
	12 kg


	DEMOLITION EXPERIENCE – WES DAWSON

	

	DATE
	TICKET HOLDER
	PROJECT LOCATION
	WORKS DESCRIPTION

	2000
	Wes Dawson
	Cairns
	Demolish batch plant at Boral, Holloways Beach

	2001
	Wes Dawson
	Kidston Gold Mine
	Demolition of various structures on minesite

	2001
	Wes Dawson
	Queensland Nickel Yabulu Refinery
	Demolition of redundant steel work on boiler house

	2001
	Wes Dawson
	Kareeya Power Station
	Demolish Transformer Towers/Foundations

	2003
	Dawsons Engineering
	Cairns
	Demolish Patrick Cargo building at Cairns Airport

	2003
	Dawsons Engineering
	Cairns
	Demolition of Walter Wright and Wridgeways Buildings, Sheridan St


	ASBESTOS EXPERIENCE – LEX STANLEY

	

	DATE
	TICKET HOLDER
	PROJECT LOCATION
	WORKS DESCRIPTION AND METHOD OF REMOVAL
	TYPE OF ASBESTOS
	QUANTITY

	2006
	Dawsons Engineering
	Mirriwinni State School
	Remove fibrous backed vinyl flooring and concrete grinding (full encapsulation / wet decon. / air-monitoring)
	Chrysotile
	30 m²

	2006
	Dawsons Engineering
	Goondi State School
	Remove fibrous backed vinyl flooring and concrete grinding (full encapsulation / wet decon. / air-monitoring)
	Chrysotile
	45 m²

	2006
	Dawsons Engineering
	Mena Creek State School
	Remove fibrous backed vinyl flooring c/w hardboard backing (full encapsulation / dry decon. / air-monitoring)
	Chrysotile
	20 m²

	2006
	Dawsons Engineering
	Babinda School – Room A1 / A10
	Remove fibrous backed vinyl flooring c/w hardboard backing (full encapsulation / dry decon. / air-monitoring)
	Chrysotile
	100 m²

	2006
	Dawsons Engineering
	Babinda School – Room A9 / Cleaners room
	Remove fibrous backed vinyl flooring and concrete grinding (full encapsulation / wet decon. / air-monitoring)
	Chrysotile
	30 m²

	2006
	Dawsons Engineering
	Babinda School – Room B2 / A7-8
	Remove fibrous backed vinyl flooring and concrete grinding (full encapsulation / wet decon. / air-monitoring)
	Chrysotile
	110 m²

	2006
	Dawsons Engineering
	Gordonvale Hospital – kitchen ceiling
	Remove A/C ceiling sheet
	Chrysotile
	50 m²

	2006
	Dawsons Engineering
	Irvinebank State Treatment Works
	Collection of A/C sheeting / debris and sealing of remaining asbestos products
	Chrysotile / Amosite
	70 m²

	2006
	Dawsons Engineering
	Newhaven roof – Pease St., Cairns
	Remove super six sheeting
	Chrysotile
	120 m²

	2006
	Dawsons Engineering
	D.S.T.O. Facility – Pin Gin Hill, Innisfail
	Remove A/C wall & ceiling sheeting
	Chrysotile / Amosite 
	600 m²

	2005
	Dawsons Engineering
	Innisfail Hospital –Block 6 roof space
	Remove A/C sheet debris / decontaminate (full encapsulation / dry decon. / air-monitoring)
	Chrysotile
	900 m²

	2005
	Dawsons Engineering
	Valelly St., Cairns
	Remove Super 6 roof
	Chrysotile
	120 m²

	2005
	Dawsons Engineering
	Dalton St., Cairns
	Remove Super 6 roof
	Chrysotile
	130 m²

	2005
	Dawsons Engineering
	KFC Innisfail
	Remove A/C ceiling sheet / debris
	Chrysotile
	140 m²

	2005
	Dawsons Engineering
	Southedge Walkamin
	Remove textile gaskets (dry decon. / air-monitoring)
	Chrysotile
	45 m²

	2005
	Dawsons Engineering
	Regional Gallery
	Remove A/C sheeting and debris cleanup (dry decon. / air-monitoring)
	Chrysotile
	200 m²

	2005
	Dawsons Engineering
	RAAF – Fuel depot facility
	Remove A/C soffit sheeting
	Chrysotile
	80 m²

	2005
	Dawsons Engineering
	RAAF - Townsville Radar Facility
	Remove Asbestos fire rated doors / gaskets
	Chrysotile / Amosite 
	20 m²

	2005
	Dawsons Engineering
	HMAS Cairns
	Remove Bitumen sealing sheet underlay 
	Chrysotile / Amosite 
	50 m²

	2005
	Dawsons Engineering
	Q-Build West Cairns State School
	Remove A/C ceiling sheeting
	Chrysotile
	120 m²

	2005
	Dawsons Engineering
	Ergon Cairns
	Remove Asbestos gaskets (wet spray)
	Chrysotile
	5 m²

	2005
	Dawsons Engineering
	Townsville Port Authority
	Remove Super 6 wall sheets
	Chrysotile
	30 m²

	2004
	Dawsons Engineering
	Innisfail Hospital
	Remove fibrous underlay (full encapsulation / wet decon. / air-monitoring)
	Chrysotile
	120 m²

	2004
	Dawsons Engineering
	Winton
	Remove A/C wall sheeting / debris
	Chrysotile
	50 m²

	2004
	Dawsons Engineering
	DPI Kairi
	Remove textile door seals (wet spray / dry decon)
	Chrysotile
	20 Lin. m

	2004
	Dawsons Engineering
	DPI Mareeba
	Remove Millboard, Asbestos lagging, textile door jams (full encapsulation / wet decon. / air-monitoring)
	Chrysotile / Amosite 
	50 m²

	2004
	Dawsons Engineering
	Lockhart River
	Remove millboard / debris (full encapsulation / wet decon. / air-monitoring)
	Chrysotile / Amosite 
	50 m²

	2003
	Dawsons Engineering
	Marshall St – Machans St
	Removal of A/C soffit sheeting and Super 6 roof.
	Chrysotile
	100 m²

	2003
	Dawsons Engineering
	Kowinka Street
	Removal of ‘Super-six’ fencing
	Super 6 fencing (Chrysotile)
	80 m²

	2003
	Dawsons Engineering
	Ergon Doomadgee
	Removal Gaskets (wet spray method)
	Chrysotile / Amosite 
	2 m²

	2003
	Dawsons Engineering
	Palm Springs
	Removal of ‘Super-six’ fencing
	Super 6 fencing (Chrysotile)
	300 m²

	2003
	Dawsons Engineering
	Townsville
	Removal of Pipe Insulation – Seaview Motel (wet spray / glove-bag)
	Pipe lagging (Chrysotile)
	10 m²

	2003
	Dawsons Engineering
	Cairns
	Removal of Sprayed insulation. 25-27 Spence St. (Wet spray / remove hardboard backing sheet also)
	Chrysotile
	400 m²

	2003
	Dawsons Engineering
	Burketown
	Removal of Pipe insulation at Burketown Hospital (wet spray method / glovebag)
	Pipe lagging (Chrysotile)
	15 m²

	2003 
	Dawsons Engineering
	Cloncurry
	Removal of Millboard at Cloncurry Hospital (removed intact with duct section)
	Chrysotile / Amosite 
	10 m²

	2003
	Dawsons Engineering
	Daintree
	Removal of A/C external wall sheeting
	Chrysotile
	200 m²

	2003
	Dawsons Engineering
	Mossman
	Removal of A/C internal ceiling sheeting
	Chrysotile
	180 m²

	2003
	Dawsons Engineering
	Cairns
	Removal of A/C soffit sheeting and Super 6 roof.  Machans Beach
	Chrysotile
	50 m²

	2003
	Dawsons Engineering
	Cairns
	Removal of asbestos gaskets
	Chrysotile / Amosite 
	

	2001
	Lex Stanley
	“Wewak”
	Remove Asbestos lagging
	Chrysotile / Amosite 
	12 kg

	2001
	Lex Stanley
	“Betano”
	Remove Asbestos lagging
	Chrysotile / Amosite 
	10 kg

	2001
	Lex Stanley
	“Tarakan”
	Remove Asbestos lagging
	Chrysotile / Amosite 
	12 kg

	2000
	Lex Stanley
	“Labuan”
	Remove Asbestos lagging
	Chrysotile / Amosite 
	12 kg

	1998
	NQEA
	Macknade Mill
	Remove batch pan and foundations

Complete steam / vapour piping circuit
	Super 6 roofing (Chrysotile)
	100 m²

	
	
	
	
	Fibrous Insulation lagging (Chrysotile)
	80 Lin. m of 1000 diameter

	1997
	NQEA
	Proserpine Mill
	Remove pan annexe building and equipment 
	Pipe lagging (Chrysotile)
	40 Lin. m of 600 diameter

	1996
	NQEA
	Mossman Mill
	Remove existing steam/vapour line circuit
	Pipe lagging (Chrysotile)
	80 Lin. m of 800 diameter

	1995
	NQEA
	Kalamia Mill
	Complete demolition of tippler and control room/weighbridge station/crushing house and shredder building including foundations
	Super 6 roofing (Chrysotile)
	400 m²

	
	
	
	
	Pipe lagging (Chrysotile)
	30 m²

	1993 / 94
	NQEA
	Invicta Mill
	Removal of Weighbridge- tippler station/ juice circuit (5 tanks) Bagasse conveyor system and evaporator building annexe
	Super 6 roofing (Chrysotile)
	40 m²

	
	
	
	
	Pipe lagging (Chrysotile)
	120 m²

	1992
	NQEA
	Tully Mill
	Demolition of chimney stack and associated ductwork
	Insulation around expansion joints
	8 m²

	1991
	NQEA
	Proserpine Mill
	Demolition and removal of boiler feed station annexe and conveyors
	Insulation around expansion joints
	20 m²

	1987
	NQEA
	Weipa
	Demolition of shiploader/conveyors/service platforms and ancillary services
	Chrysotile
	40 m²


	DEMOLITION EXPERIENCE – LEX STANLEY



	

	DATE
	TICKET HOLDER
	PROJECT LOCATION
	WORKS DESCRIPTION

	2006
	Dawsons Engineering
	Innisfail
	Demolition of redundant laboratory complex

	2005
	Dawsons Engineering
	Cairns
	Demolition of vacant structure (house / shed)

	2004 / 2005
	Dawsons Engineering
	Townsville
	Demolition of “Sea Cadets” building

	2003
	Dawsons Engineering
	Cairns
	Demolition of Walter Wright and Wridgeways Buildings, Sheridan St

	2003
	Dawsons Engineering
	Daintree
	Demolition of Residence at Daintree

	2001
	Lex Stanley
	Qld Nickel Yabulu Refinery
	Demolish Redundant Stack Steelwork

	2000
	Lex Stanley
	Boral, Holloways Beach
	Demolish batch plant

	1998
	NQEA
	Macknade Mill
	Remove batch pan and foundations

Complete steam/vapour piping circuit

	1997
	NQEA
	Proserpine Mill
	Remove pan annexe building and equipment 

	1996
	NQEA
	Mossman Mill
	Remove existing steam / vapour line circuit

	1995
	NQEA
	Kalamia Mill
	Complete demolition of tippler and control room/weighbridge station/crushing house and shredder building including foundations

	1993 / 94
	NQEA
	Invicta Mill
	Removal of Weighbridge- tippler station/ juice circuit (5 tanks) Bagasse conveyor system and evaporator building annexe

	1992
	NQEA
	Tully Mill
	Demolition of chimney stack and associated ductwork

	1991
	NQEA
	Proserpine Mill
	Demolition and removal of boiler feed station annexe and conveyors

	1987
	NQEA
	Weipa
	Demolition of shiploader/conveyors/service platforms and ancillary services


